
PERMIT
   INSTALL           EXCAVATE            ERECT

     ALTER              REPAIR           DEMOLISH

No. B

FOR OFFICE USE ONLY
    ADDRESS OF STRUCTURE                                                                                                                                         DATE OF APPLICATION

    R.E. INDEX #                                                                                                                     ESTIMATED COST

APPLICATION IS HEREBY MADE FOR / SCOPE OF WORK

    FOUNDATION AREA                                             TOTAL FLOOR AREA                                               BUILDING HEIGHT & NO. OF STORIES

    EXCAVATION 	 ADDRESS 	 CITY	 ZIP	 PHONE

    CONCRETE 	 ADDRESS 	 CITY	 ZIP	 PHONE

<                       

PLANS, SPECIFICATIONS AND SURVEY ARE ATTACHED AS A PART OF THIS APPLICATION.  THE APPLICANT HEREBY WITHOUT FIRST 
SECURING FINAL INSPECTION AND OCCUPANCY CERTIFICATE. APPLICANT FURTHER AGREES TO ADHERE TO THE PROVISIONS OF THIS 
APPLICATION AND THE BUILDING, ZONING AND OTHER APPLICABLE ORDINANCES OF THE VILLAGE OF WESTMONT, ILLINOIS.

THIS PERMIT IS ISSUED WITH THE EXPRESS STIPULATION THAT WHERE THERE IS NO SIDEWALK AT THE LOCATION SHOWN ABOVE.  ONE 
SHALL BE LAID BY OWNER OR HIS AGENT AND IF THE EXISTING SIDEWALK IS IN BAD REPAIR, IT SHALL BE RELAID AT THE OWNER’S 
EXPENSE.

CONSTRUCTION MATERIAL OR DUMPSTERS CANNOT BE PLACED ON VILLAGE PROPERTY.

STATE LAW REQUIRES SMOKE DETECTORS IN ALL BUILDINGS AS FOLLOWS.  (A) EVERY SINGLE FAMILY RESIDENCE.  (B) EVERY STRUCTURE 
WHICH CONTAINS MORE THAN ONE DWELLING.  (C) EVERY STRUCTURE WHICH CONTAINS AT LEAST ONE DWELLING UNIT AND IS A 
MIXED-USE STRUCTURE.  LOCATION OF DETECTORS:  IN SINGLE-FAMILY RESIDENCES, DETECTORS MUST BE INSTALLED IN OPERATING 
CONDITION ON EVERY STORY, INCLUDING BASEMENTS, AND WITHIN 15 FEET OF EVERY ROOM USED FOR SLEEPING PURPOSES.  IN 
BUILDINGS CONTAINING MORE THAN ONE DWELLING UNIT, DETECTORS MUST BE INSTALLED ON EVERY STORY INCLUDING BASEMENTS, 
IN COMMON STAIRWELLS AND HALLWAYS, AND WITHIN 15 FEET OF EVERY ROOM USED FOR SLEEPING PURPOSES. THE DETECTORS 
MUST BE INSTALLED ON THE CEILING AND AT LEAST 6 INCHES FROM ANY WALL OR ON A WALL LOCATED BETWEEN 4 AND 6 INCHES 
FROM THE CEILING.

SIX INCH (6”) ADDRESS NUMBERS REQUIRED (CONTRASTING COLOR).

PROCESSED BY

APPROVED BY

SIGNED                                          OWNER                                   AGENT

$

    CARPENTRY 	 ADDRESS 	 CITY	 ZIP	 PHONE

    MASONRY 	 ADDRESS 	 CITY	 ZIP	 PHONE

    DRYWALL 	 ADDRESS 	 CITY	 ZIP	 PHONE

    ROOFER 	 ADDRESS 	 CITY	 ZIP	 PHONE

    HVAC  	 ADDRESS 	 CITY	 ZIP	 PHONE

    GENERAL CONTRACTOR 	 ADDRESS 	 CITY	 ZIP	 PHONE

    PLAN NUMBER	 REMARKS

    MULTI FAM. UNITS                                  BEDROOMS                     0-1           2           3           4

    LOT FRONTAGE                                                             AREA                       			                           PARKING SPACES

    BEDROOMS                            BATHS                                       EXT. WALL CONST                                      BASEMENT (YES / NO / PARTIAL)

    OWNER WHEN COMPLETED	 PRESENT ADDRESS	 CITY	 ZIP	 PHONE

    ARCHITECT 	 ADDRESS 	 CITY	 ZIP	 PHONE

CONDITIONS:

BUILDING & ZONING

ZONING DISTRICT

USE GROUP

CONST. TYPE

MIN. YARD       SETBACKS

FRONT

SIDE

SIDE

REAR1.

2.

3.

4.

5.

VILLAGE OF WESTMONT
Community Development Department

31 W. Quincy, Westmont, IL 60559
(630) 981-6252

FLOOD PLAIN	 YES	 NO
CRITICAL WETLAND	 YES	 NO
REGULATORY WETLAND	 YES	 NO
BUFFER	 YES	 NO
DRAINAGE STUDY AREA	 YES	 NO
AREA OF DISTURBANCE
NET NEW IMPERVIOUS AREA
LOT COVERAGE


